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July 13, 2021 
 

RE:   MA0100633

To Whom It May Concern: 

The following is an itemization of status and improvements for the Lowell Regional Wastewater Utility 
during June 2021.  Enclosed is a copy of the Discharge Monitoring Report, the required NPDES permit 
monitoring data, a summary of CSO discharges, and a summary of high flow bypasses for this period.   
 
The Discharge Monitoring Report is being submitted electronically through the Environmental 
Protection Agency NetDMR website and also via email to the Massachusetts Department of 
Environmental Protection.  
 
  PERMIT EXCEEDANCES: 
 

There were no permit exceedances for the month of June 2021. 
 
PROCESS CHANGES AND IMPROVEMENTS: 

All Screw pumps are available and in service.  
The primary clarifiers are undergoing annual maintenance. The clarifiers are drained and 
serviced one at time during dry weather.  

o Primary Clarifiers No.1, No.2 and No.5 have been fully serviced.   
The scum tanks were emptied 5/10 through 5/21. This has reduced grease loading in the facility.  
As of 4/2, 3 of 4 aeration trains are online during dry weather. The 4th train is no longer required 
for process control due to rising wastewater temperature. The 4th train is brought online for wet 
weather treatment to maximize flow through secondary. The offline trains are undergoing 
annual maintenance service during dry weather.  

o Aeration Trains No.1, No.3, and No.4 have been fully serviced. 
The RAS, WAS, and Plant Water Pumps electric VFDs have been upgraded and are operational. 
This upgrade adds to the reliability of the facility pumping systems.  
The Utility is in the process of rebuilding the RAS pumps.  

o RAS Pump No.2 is offline and being rebuilt.  
The Utility continues to test an automated secondary bypass chlorination system. The system 
doses chlorine into the bypass line during a secondary bypass.  This allows for additional 
chlorine contact time for bypassed flow. 
A higher chlorine residual is being maintained in the chlorine contact chamber during wet 
weather high flow.  



The Effluent Flow Measurement Weirs were calibrated by a third party on 5/14.  
A new remote pump station, Hamilton Canal Pump Station, was brought online 5/17. 

 
 
ODOR COMPLAINTS:  
 

There was one odor complaint reported during this period. The odor complaint was at least 
partially contributed to odors from the collection system.  
 

 
Respectfully, 
 
 
 
 
Aaron Fox, Operations Manager  
Lowell Regional Wastewater Utility      
First St. Blvd. (Rt. 110) 
Lowell MA  01850    











Facility Wide Power Failure

Filter Cleaning

Bypass Chlorination Testing

Hypo Pump Mechanical 
Failure

Testing of the Automatic 
Hypo Pump Control






